FIBER ROLLS SHALL BE PLACED ON ALL GRADED
SLOPES ‘AND AT EDGES OF BENCHES ‘OR RQADS
PER DETAIL 4/C—10 ® 50' 0.C. + PARALLEL TO
CONTQURS ON SLOPES, AFTER SURVEYOR HAS
MARKED APPROPRIATE CONTOUR LINES IN THE
FIELD, ‘OR AS DIREGTED BY THE OWNER OR
OWNER'S REPRESENTATIVE.

IF_ANY EXISTING OR CONSTRUCTED GRADED
BENCHES OR ROADS HAVE LOW POINTS OR
THAT RESULT IN ‘CONCENTRATED FLOWS SHALL
HAVE A FES INLET WiTH 15" SINGLE WALL CPP
WITH OUTLET TO EITHER THE CONCRETE
CHANNEL OR ROCK RIP.
CONTRACTOR SHALL COORDINATE WITH THE
OWNER ‘{OR OWNER'S REPRESENTATIVE FOR
INSTALLATION OF INLETS NQT INDICATED IN

ANY NEWLY CONSTRUCTED ACCESS OR HAUL
ROADS OR BENCHES SHALL ‘HAVE A MINIMUM OF
A 2% CROSS—SLOPE WiTH POSITIVE DRAINAGE
TOWARDS .A SWALE OR DRAIN INLET,

THE CONTRACTOR SHALL POTHOLE ALONG ALL
ASH OR MSW CELL LOCATIONS WHERE GRADING
OR EXCAVATION QPERATIONS MAY OCCUR TO
VERIFY LINER EDGE PRIOR TQ ANY
CONSTRUCTION OPERATIONS.
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